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Leave the rest behind ...Hochwertige Lagertechnikam Drehlager
und die gewichtsoptimierteKonstruktion
des Kranauslegersverhelfen dem GF-16
zu einer bisweilenunerreicht leichtgängi-
gen Schwenkbarkeit,die besondersbeim
Remotetriebbenötigt wird. Die sehr steif
ausgelegteKonstruktionsorgt hierbei für
dienötigeRuhedesKrans.

Die für den Auslegerbenötigten Paralle-
logramm-sowieAbstrebungsstangensind
gleich lang und somit beliebigkombinier-
bar. Dies trägt wesentlich zur Vereinfa-
chung der Kranmontageund Verkürzung
von Aufbauzeitenbei.Darüberhinaussind
alle Halterungenfür die Parallelogramm-
stangenfest mit den jeweiligenKranver-
längerungen verbunden, was zusätzlich
derVerlustgefahrdieserTeilevorbeugt.

Wie bei GFMüblich, werdenalle Bauteile
desGF-16Krans mit einerspeziellgehär-
teten Oberfläche(Hart Coat ) versehen.
DaspatentierteHartCoat-Verfahrenist die
derzeit qualitativ hochwertigste Ober-
flächenveredelungfür Aluminium.Siesorgt
für einendeutlichbesserenSchutzundeine
längere Lebensdauerder Kranoberfläche.
Selbstnach zahlreichensowie intensiven
Kraneinsätzenpräsentiert sich der GF-16
optischineinergutenVerfassung.

®

Combininga modernaerodynamicdesign
with high gradepan& tilt bearingsystems,
the GF-16allows for unmatchedeaseof
movementandremainssteadyatall times.

With the GF-16,all respectiverigging and
parallelogramrods are identical, further
improving the handling and providing a
logical and easyto understandassembly
procedure.

As with all GFM products, the GF-16
componentsare treated with a patented,
surface hardening process(Hart Coat®),
resultingin a scratchproof and non-flake
finish. This processincreasesthe equip-
ments durability and lifespan giving it
that “”"newlook"evenafter intensiveuseon
set. Thrashedlooking gear and touch up
paintjobsareproblemsof thepast.

Remote:
1 person:
2 persons:

max.bracketheight 1531cm/ 50’' 2"”
max. platform height1130 cm / 37’'
max. platform height895 cm / 29’' 4””

Remote

Platform 1 person

Platform 2 persons



Push bar

Column extends under full load

Retracted column for transport and assembly

Track wheelLevelling jacksUntensil tray

GF-16 Crane System

Zahlreiche Innovationen sowie neueste
TechnologienmachendenGF-16zu einem
Kransystem, das keine Wünsche offen
lässt: Ob Plattform- oder Remotebetrieb,
dermodulareGF-16Kranliefert IhnenDank
seiner Variabilität stets die passende
Lösung.Aberauchin Bezugauf Sicherheit,
Transportfähigkeit,Auf- und Abbausowie
Stabilität setzt der GF-16neueMaßstäbe
undüberzeugtdurchseineVorteile.

Beispielsweiseist die Kranbasismit einer
Doppellenkungausgerüstet,sodassSiedie
Basisvon beidenSeitenunabhängigvon-
einander lenken können.Somit verfügen
Sie im Studio oder on location über eine
optimaleLenkbarkeitdesKrans.Jedesder
vier Räderhat eine eigeneFeststellbrem-
se und wird aus Sicherheitsgründenmit
PVU-Schaumgefüllt. Schnellmontierbare
Nivellierstützensorgenfür einensicheren
Stand beim Einsatzin unebenemTerrain
und die 4x4 Schienenräderermöglichen
eineflüssigeSchienenfahrtdesKrans.

Einesder Highlights ist die einzigartige,
höhenverstellbareKranmittelsäule.Damit
könnenSieden Kranauslegerin der kom-
fortablen Höhevon nur 158 cm aufbauen
undanschließendbeispielsweisemit einem
Akku-Schrauberoderauchmit einerHand-
kurbel auf die benötigte Drehpunkthöhe
(max.198 cm) anheben.DieHöhenverstell
barkeit erleichtert und verkürzt nicht
nur wesentlichdie Kranmontage,sondern
vereinfacht auch deutlich den Transport
(Transporthöhebei eingefahrener Säule
nur 192 cm). Zudemerleichtert dies den
Auf- und AbbaudesKrans,da wegender
geringenAufbauhöhekeineHilfsmittel wie
beispielsweiseeineLeiterbenötigtwird.

TheGF-16CraneSystemis the ultimate in
„big“modular,rideable and remote crane
systems.It is designed and engineered
incorporatingthe latest technologyand is
the resultof manyyearsexperiencein the
design, manufacture and operation of
cameracranes.Thisstate of the art crane
systemaddressesthe demandsof the crane
operator when it comesto safety, trans-
port, easeof assemblyand in-shot stabili-
ty andalsogivesthe DPan amazingrange
of choice to create that dream shot.

TheGF-16BaseDollyisequippedwith inde-
pendent,double endedsteeringproviding
excellent manoeuvrabilityin a studio or
on location.Eachof the 4 foam filled tires
has a dedicated,push-downbrake ensu-
ring immediatesecuringof the baseon
tailgatesor when moving around on set.
Removablelevellingjacksare availablefor
useon uneventerrain, providinga secure
meansto levelthe base.Thepositionof the
levelling jacks increasesthe footprint of
the baseanddoesn’tconflict with the track
wheelconnectionmakingit possibleto lay
100cm/ 39"trackwhenthejacksaremoun-
ted. The4x4 track wheelsprovidesmooth
trackingshotsandan unparalleled,easeof
movementunderheavypayloads.

A majorhighlight of the GF-16is the adju-
stablemounting column.It allowsassem-
bly of the arm at a low, comfortablepivot
height of 158 cm / 5 Whenassembled
the completeloadedarm can be elevated
40cm/ 18 er handcrankor motordriven
with a battery operatedscrewdriver.This
featurenot only improvessafetyandhand-
ling as it reducesthe needfor using lad-
dersetc during assemblyand breakdown,
it alsogivesthe operatormoreoptionsto
adaptthecraneto thelocationorset.
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No need to compromise ...



Safety and transport solutions

Lightweight sections

All GF-16 componentsare designedto
allow a comfortable carry and practical
transportation.Thecompletearmfits neat-
ly andsafelyon a dedicatedtrolley system.
With the adjustablecolumn,the pivot sec-
tion doesn’tneedto bedismountedto fit in
atruckthereforesavingtimeandenergy.

Transportationheight of the assembled
base, column and pivot section is only
192cm/ 6'3"whenthecolumnisretracted.

Customdesignedtrollies and carriersare
also available for the counterweights.

Themodular,2-part counterweightbucket
systemis lightweight and can be split for
usewherelessthan80% of the total coun-
terweight is required. The lower bucket
sectionhasa high and low mounting po-
sition.

As confirmation of GFM’shigh safety and
manufacturing standards, the German
TÜVhavesafetytype testedand approved
the GF-16 Crane System according to
Europeanguidelinesfor the scopeof appli-
cationunderECdirectives.

Transport trollies

Split bucket Remote bracket –inverted

Remote bracket

Natürlich sind sämtliche Bauteile des
GF-16in Bezugauf Maß und Gewichtso
ausgelegt,dass sie problemloszu tragen
undtransportierensind.

So braucht das Kranmittelteil durch die
HöhenverstellbarkeitderSäulebeimTrans-
port in gängigenLkwsnicht mehr abge-
nommenwerden,da die Transporthöhebei
eingefahrenerKranmittelsäulenur 192 cm
beträgt.

SolltenSiewenigerals 80 % desmaxima-
len Tariergewichtsbenötigen,können Sie
den modularenGewichtskorbtrennenund
denGF-16nur mit demunterenBasiskorb
bedienen.Ein oberer und unterer Befes-
tigungsflansch am Basiskorb ermöglich
seineHöhenverstellung.

Für den praxisgerechtensowie sicheren
Transportbietenwir IhnenpassendeTrans-
portwagenfür dieKranteileundTransport-
behälterfür dieTariergewichte.

Die Baumusterprüfungdes GF-16 durch
denTÜVSüddeutschlandbestätigt zusätz-
lich diehohenSicherheits-undFertigungs-
standardsvonGFM.

Weight trolley and weight carrier

Angle adjuster
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Technical Specifications GF-16 Crane System

Version Arm Reach Max. Height * Max. payload Max. Counterweight Crane weight excl. counterweights

Armlänge Max. Höhe Max. Belastung Max. TariergewichtEigengewicht Kran ohne Tariergewicht

603 kg / 1326 lbs

672 kg / 1478 lbs

692 kg / 1522 lbs

423 cm / 1310"'

581 cm / 19'

658 cm / 217"'631 cm / 208"'

534 cm / 176"'

336 cm / 11' 250 kg / 550 lbs

250 kg / 550 lbs

250 kg / 550 lbs

274 kg / 602 lbs

554 kg / 1218 lbs

620 kg / 1364 lbs501 cm / 165"'434 cm / 142"' 250 kg / 550 lbs 424 kg / 932 lbs

748 kg / 1645 lbs

783 kg / 1722 lbs

787 kg / 1731 lbs

818 kg / 1799 lbs

838 kg / 1843 lbs

788 kg / 1733 lbs

824 kg / 1812 lbs

858 kg / 1887 lbs

869 kg / 1911 lbs

837 kg / 1841 lbs

816 cm / 269"'

895 cm / 294"'

973 cm / 3111"'

1053 cm / 346"'

1130 cm / 37'

1217 cm / 3911"'

1294 cm / 425"'

1452 cm / 477"'

1531 cm / 502"'

1374 cm / 45'

829 cm / 272"'

929 cm / 305"'

1027 cm / 338"'

1127 cm / 3611"'

1225 cm / 402"'

1286 cm / 422"'

1383 cm / 454"'

1581 cm / 5110"'

1681 cm / 551"'

1483 cm / 487"'

250 kg / 550 lbs

250 kg / 550 lbs

140 kg / 308 lbs

140 kg / 308 lbs

130 kg / 286 lbs

85 kg / 187 lbs

85 kg / 187 lbs

80 kg / 176 lbs

80 kg / 176 lbs

60 kg / 132 lbs

1078 kg / 2371 lbs

1274 kg / 2802 lbs

1022 kg / 2248 lbs

1148 kg / 2525 lbs

1330 kg / 2926 lbs

974 kg / 2142 lbs

1134 kg / 2494 lbs

1394 kg / 3066 lbs

1362 kg / 2996 lbs

1218 kg / 2679 lbs

711 kg / 1564 lbs738 cm / 242"'731 cm / 2311"' 250 kg / 550 lbs 896 kg / 1971 lbs

718 kg / 1579 lbs

* Platform / remote bracket
Technical specifications are subject to change without notice.Vorbehaltlich technischer Änderungen.



GF-16 Crane System in action

For more information: www.g-f-m.net
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